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TABLE 8.1-2.-TEMPERATURE (F) ENTERING APCS ABOVE WHICH METALS ARE CLASSIFIED AS VERY 

VOLATILE IN COMBUSTION OF NONCHLORINATED WASTES 
 

Metal 
 

Thermal Input (MMBtu/hr)1 
 

Name 
 

Symbol 
 

1 
 

10 
 

100 
 

1000 
 

10000 
 
Arsenic 

 
As 

 
320 

 
280 

 
240 

 
200 

 
160 

 
Cadmium 

 
Cd 

 
1040 

 
940 

 
860 

 
780 

 
720 

 
Chromium 

 
Cr 

 
2000 

 
1760 

 
1580 

 
1420 

 
1380 

 
Beryllium 

 
Be 

 
1680 

 
1440 

 
1240 

 
1080 

 
980 

 
Antimony 

 
Sb 

 
680 

 
600 

 
540 

 
480 

 
420 

 
Barium 

 
Ba 

 
2240 

 
1820 

 
1540 

 
1360 

 
1240 

 
Lead 

 
Pb 

 
1280 

 
1180 

 
1080 

 
1000 

 
920 

 
Mercury 

 
Hg 

 
340 

 
300 

 
260 

 
220 

 
180 

 
Silver 

 
Ag 

 
1820 

 
1640 

 
1480 

 
1340 

 
1220 

 
Thallium 

 
Tl 

 
900 

 
800 

 
700 

 
620 

 
540 

 
 

FOOTNOTE: 1Interpolation of thermal input is not allowed. If a BIF fires between two ranges, the 
APCS temperature under the higher thermal input must be used. 
Example: For a BIF firing 10-100 MMBtu/hr, Mercury is considered very volatile at APCS temperatures 
above 260 F and volatile at APCS temperatures of 260 F and below. 
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